125 Denver Road STANDARDS MANUAL

Denver Pennsylvania,17517

HIGH CONCRETE GROUP Phone 717-336-9300
STANDARD CONN. DETAILS

A Division of High Industries, Inc.

LOADS RESISTED:

- OUT-OF-PLANE LATERAL.

- IN-PLANE LATERAL (Su ACTS
PERPENDICULAR TO PLANE OF PAGE).

DESIGN CONSIDERATIONS: (10" MAX) ,

~ VOLUME CHANGE RESTRAINT IN PLANE OF \ 1
PANEL MUST BE CONSIDERED. -

- IF DIMENSION FROM BEAM CENTERLINE TO Yrx2" STRAP W/ ..
PANEL EXCEEDS MAX SHOWN, AN 3 PR
EXTENSION PLATE CAN BE ADDED TO 74" @ INTERNALLY WELDED \| b oef
STRAP OR USE BENT PLATE OR CHANNEL THREADED ROD & .4

¥,'@ WASHER PR
g

W/ END PLATE VERSION.
- CONN. CAN ALSO OCCUR AT BOTTOM OF

BEAM IF BEAM IS LATERALLY BRACED. BEGIN WELD @

HOWEVER, DUE TO THE OVERHEAD FLANGE EDGE

WELDING REQUIRED, IT IS NOT NEAR PNL %1
RECOMMENDED. =\N

ERECTION CONSIDERATIONS: o
- PROVIDES NO ADJUSTMENT CAPABILITY. TOP/STEEL

SEE ELEVATIONS
ETAILING NOTES:
( l ) MAKE SURE CONN. CLEARS ANY
STRUCTURAL MOMENT CONN. OR JOIST

ENDS. .
@ CONN. CAN BE USED AT FLOOR LEVEL BY o«
PROVIDING A POCKET IN SLAB. BEAM SIZE AT 3'% VERT.
MAY VARY a4t SLOTTED INSERT
a4
. v LT
— I
A
SECTION
SCALE 1" = 1'-Q"
ARCHITECTURAL

STRAP ANCHOR TIE BACK CONECTION

LOAD TO STEEL BEAM 10-25-05

AD-16




